
2: Un screw Collar from housing
(anti clockwise)

3: Grind away tack welds 
on cover washer

1: Grind away tack welds on housing

4: Remove shaft and
washer from Collar

8: Screw on collar and re tack weld

9: Install washer and tack weld
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SECTION B-B 
 

SCALE 1 : 3

Note: 0802-PCHB55 only requires 2 x Bearings

6eFtion 9ieZ
0112-6211 (Bearing 6211 2RS)

Rebuild instructions for Kelly Diamond Harrow swivels
For Machines Built: RevisionPart Number Description

All

5: Remove bearings from shaft 
and seal from collar and 
inpect shaft for wear.

      
      

     

      
     

     

      
     

     
     

    
     

  

  

6: Install new bearings on shaft
and new seal in collar. 
Replace shaft if seal sur face 
is damaged.
Apply good quality grease to 
bearings during assembly.

     
 

                  

7: Install shaft and bearings 
in housing.
L U B R I C AT E S E A L w i t h 
grease.

 
 

0802-PCHB55 (30,40,45,46)
0802-PCHB553 (50,60,62,62HDX) B

0121-TC12616 (TC Seal 55mm x 80mm x 8mm)
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0802-PCHB553

50, 60, 62, 62HDX

30, 40, 45, 46
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